
issey star

ISSEY STAR

Sophisticated retractable roof
The Issey Star retractable roof system is an intelligent, all-in-one solution 
for heat, rain and light control, while adding architectural style to your 
home or business.
Designed and manufactured for Australian conditions, it has been 
engineered to withstand wind speeds of up to 90 kmh. 
Easily integrated into a variety of architectural designs, the Star roof system 
offers year-round weather protection, allowing you to maximise your 
outdoor areas in all conditions. 
Ideal locations and applications

• Pergolas  • Balconies
• Alfresco dinning areas • Decks
• Courtyards • Terraces

With more than 25 years’ experience, Issey is the most  
qualified sun shading solutions specialist in Australia



StarIssey

Optional

• Integrated LED Lighting System
• Integrated Gutter and Downpipe system 
• Integrated Fabric Pelmet

Operation

• Motorised only – Somfy tubular motor that can be hardwired to a switch 
or operated via remote control

• Automatic – Sun, Wind and Rain sensors that automatically extend or 
retract the system according to the weather

• BMS – Easily integrates with Building Management Systems for 
convenient and versatile control

• Digital – Via internet or Smartphone 

Fabric

• A range of fabrics are available to suit your unique situation
• Sattler Hightex Polyester Blackout fabric in a variety of colours 
• Ferrari Preconstraint 702 PVC in a variety of colours

Framework

• Aluminium Frames and Aluminium Support Frames
• Custom Built Steel Structures

Frame Finish

• Powdercoating (All standard Dulux Powdercoating colours)
• Anodising (All standard colours)

Fasteners

• Stainless Steel Bolts, Nuts and Screws

Please contact Issey to discuss your needs further or to arrange measure and quote

Free call 1800 070 000 • www.issey.com.au • sales@issey.com.au

sydney • melbourne • brisbane • adelaide • perth

Visit one of our showrooms to consult our specialists

Maximum unsupported  
span 5500mm

Maximum unsupported  
span 8000mm

Maximum unsupported  
span 9000mm

Picture above applies to systems with a projection up to 5500mm


