
Hypar™ LinksHypar™ LinksHypar™ LinksHypar™ Links    Flexshade® Hypar™ modules can be connected to provide weatherproof cover. 

Features:Features:Features:Features: ¤ Seaman Tedlar® PVC / Polyester Membrane. 
 ¤ Galvanised & Powder Coated  Steelwork. 
  (Alternative Stainless Steel Support) 
 ¤ Stainless Steel Cables & Fittings. 
 ¤ Controlled Water Drainage. 
 ¤ Minimal Footings for Area Covered. 
 ¤ Designed to AS1170 Wind Code and to 
  comply with other Codes worldwide. 

Hypar™ SeriesHypar™ SeriesHypar™ SeriesHypar™ Series Hexagonal Module Hypar14, 19, 25, 32Hexagonal Module Hypar14, 19, 25, 32Hexagonal Module Hypar14, 19, 25, 32Hexagonal Module Hypar14, 19, 25, 32    
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Flexshade® Hypar™can be designed to suit specific customer requirements for height and plan dimension.Flexshade® Hypar™can be designed to suit specific customer requirements for height and plan dimension.Flexshade® Hypar™can be designed to suit specific customer requirements for height and plan dimension.Flexshade® Hypar™can be designed to suit specific customer requirements for height and plan dimension.    
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Email:  Email:  Email:  Email:  sales@flexshade.com  Web: Web: Web: Web: www.flexshade.com    

                

TYPETYPETYPETYPE *A*A*A*A *B*B*B*B *C*C*C*C DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS WEIGHTWEIGHTWEIGHTWEIGHT 

Hypar *14Hypar *14Hypar *14Hypar *14 3128 2500 2900 3200 x 750 x 750 mm 395 kg 

Hypar *19Hypar *19Hypar *19Hypar *19 3450 2500 4330 3500 x 750 x 750 mm 495 kg 

SHIPPING SHIPPING SHIPPING SHIPPING     

Hypar *25Hypar *25Hypar *25Hypar *25 3771 2500 5760 4500 x 750 x 750 mm 660 kg 

Hypar *32Hypar *32Hypar *32Hypar *32 4090 2500 7160 5500 x 1000 x 1000 mm 830 kg 
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FLEXSHADEFLEXSHADEFLEXSHADEFLEXSHADE®    

Hypar 

Flexshade®  Registered Trademark of Tension  Span Structures Pty Ltd.  

TMTMTMTM    



TYPE A B C 

H*14 
3128312831283128    mmmmmmmm    
10' 3"  

2500 mm2500 mm2500 mm2500 mm    
8' 2"  

2222999900000000    mmmmmmmm    
9' 6"  

H*19 
3450345034503450    mmmmmmmm    
11' 4"  

2500250025002500    mmmmmmmm    
8' 2"  

4330433043304330    mmmmmmmm    
14' 10"  

H*25 
3771377137713771    mmmmmmmm    
12' 4"  

2500250025002500    mmmmmmmm    
8' 2"  

5760576057605760    mmmmmmmm    
18' 11" 

H*32 
4090409040904090    mmmmmmmm    
13' 5"  

2500250025002500    mmmmmmmm    
8' 2"  

7160716071607160    mmmmmmmm    
23' 6"  

Flexshade® Hypar™ can be designed to suit specific customer requirements for height and plan dimension. 
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HYPAR HYPAR HYPAR HYPAR ----    H*14, H*19, H*25, H*32H*14, H*19, H*25, H*32H*14, H*19, H*25, H*32H*14, H*19, H*25, H*32    
 
Wind RatingWind RatingWind RatingWind Rating : 45m/sec(100mph) 
  Exposure B to ASCE 7-98 
 
Plan AreasPlan AreasPlan AreasPlan Areas : H*14 -  8 sq.m     (86 sq.ft) 
  H*19  -  9 sq.m    (204 sq.ft) 
  H*25 -  33 sq.m (355 sq.ft) 
  H*32 -  51 sq.m (549 sq.ft) 

EDGE CABLE 
Stainless Steel Fittings 

GUY CABLE 
Stainless Steel 

MEMBRANE 
Fire Rated PVC with  
Tedlar PVF Top Finish 

RAFTER STRUTS 
Triplex Hot Zinc 
& Powdercoated 

COLUMN 
Triplex Hot Zinc  
& Powdercoated 

BOLTED JOINTS 
High Strength GR 8.8 /S Bolts 

Wind LoadWind Load  
45m/sec(100 mph)45m/sec(100 mph)  

FOOTINGS, to suit to  
local conditions 

A 
B 

C 

C 

TENSIONER 
Stainless Steel 
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Flexshade®  Registered Trademark of Tension Span Structures Pty Ltd.  
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